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Final Filters / Clean Room 

Gel Filters   
 
Material Overview 

 

◆ Gel seal design 

◆ Light weight 

◆ Available in a range of efficiencies 

 
Application 
 

◆ HEPA filter for clean rooms and LAF benches 

 

 

 

 

Standard        Initial Resistance Vs Airflow  

 

EN1822 H13 

Filter Depth (Inches) 3'' 

Media Type Glass Fiber 

Frame Material Aluminum 

Separator Style Hot Melt 

Faceguard Position Both sides 

Rec. Final Resistance 2x Initial pressure drop    

Max Operating Temperature 70°C 

 

 

 

Product Details 

 
Model Nominal Size 

Inches 
(H x W x D) 

Actual Size 
mm 

(H x W x D) 

Rated 
Airflow 
(CMM) 

Rated Initial 
Resistance 

(Pa) 

H13 Classification Efficiency ≥ 99.995% at 0.3µm 

 
 
 
AI 

 
24 x 24 x 3 

570 x 570 x 85 8  
 
 

130 

580 x 580 x 85 9 

610 x 610 x 85 10 

 
24 x 48 x 3 

570 x 1180 x 85 18 

580 x 1190 x 85 19 

610 x 1220 x 85 20 

   * Other dimensions are available on request * 


